HELIFIX VENEER ANCHOR NOTE:

—PRIOR TO INSTALLATION, HELIFIX VENEER
ANCHORS MUST BE LOAD TESTED BY A
CERTIFIED AGENT. ANCHORS MUST ACHIEVE

A MINIMUM AVERAGE ULTIMATE LOAD CAPACITY
OF 275 LBS. IF ANCHORS FAIL TO MEET THIS
REQUIREMENT, THE SPACING OF THE VENEER
ANCHORS WILL NEED TO BE ADJUSTED AS
DIRECTED BY THE ENGINEER OF RECORD.

LOAD TEST RESULTS SHALL BE SUBMITTED TO

—EX. CMU WALL THE ENGINEER OF RECORD FOR REVIEW PRIOR
— TO COMMENCEMENT OF WALL REPAIRS.
ot PROPOSED HELIFIX POST— SESESE EENQ,E(L)'EQ( AN ENTRANCE
= INSTALL VENEER ANCHORS i
1 SPACED AT 16” O.C. VERTICALLY, - SB?S?STEBE’#W%EETAR
‘ & 24" 0.C. HORIZONTALLY. T—JOINTS)
% | = (LOCATE BETWEEN EX. DUROWALL)
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EX. BRICK VENEER [ [ ] '

(REMOVE LOOSE OR === [
1 DAMAGED MORTAR T BF —]
= JOINTS AND POINT

1 5 AS NEEDED)
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SEAL EX. BRICK VENEER EX. BRICK VENEER
w/ CHEM—TREAT BSM 400
SPRAY ON MASONRY SEALER
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TYP. REPAIR PATTERN
SECTION VIEW ELEVATION VIEW

APPROXIMATE LOCATION
OF EX. DUCT WORK (SEE
DETAIL 1/53)

NOTES:

—ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE
BUILDING CODES.

—BRICK MORTAR JOINTS SHALL BE REPAIRED AND POINTED WITH TYPE N

MORTAR TO MATCH EXISTING.

—PROPOSED VENEER ANCHOR INSTALLATION HOLES SHALL BE CAPPED WITH
MATCHING MORTAR.

—ALL PROPRIETARY PRODUCTS SHALL BE INSTALLED OR APPLIED IN ACCORDANCE
WITH MANUFACTURER’S RECOMMENDATIONS.

ROXIMATE LOCATION
EX. DUCT WORK

ABBREVIATIONS: 2 :
CMU CONCRETE MASONRY UNIT o
EX. EXISTING st
PR. PROPOSED N
W1 MAIN LEVEL WALL SECTION TO BE REPAIRED
W2 ELEVATED WALL SECTION TO BE REPAIRED
w3 EXISTING CEMENTIOUS BOARD CLADDING SYSTEM

S. MARSHAL
Lic. No. Ga7220
OG- o~ A013

TO BE REMOVED AND REPLACED WITH E.LF.S. AND
BRICK AS INDICATED IN DETAILS ON SHEETS S2 AND S3.
DS APPROXIMATE LOCATION OF EXISTING DOWNSPOUT

12° TREE 12" TREE

THAT IS NOT PROPERLY DRAINING. THESE DOWN- ‘5.' (Tar) (tBR) (TBR) -

SPOUTS SHALL BE COLLECTED AND DRAIN & w1 W3 Wi
TO DAYLIGHT AWAY FROM THE BUILDING (.\.q\i WAR MEMORIAL BUILDING
FOUNDATION SYSTEM. (PLAN VIEW)
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EX. CMU WALL

E1F.S. NOTE:

3" DEEP V—GROVE CONTROL JOINTS
SHALL BE CUT IN E.I.F.S. CLADDING
SYSTEM ON A 4'—0"x4'—0" PATTERN
TO MATCH EX. CLADDING SYSTEM.

PR.
PR.
PR.
PR.

AIR/VAPOR BARRIER
2" EPS INSULATION

REINFORCING MESH
DRAINABLE BASE COAT

. FINISH COAT TO MATCH
. CLADDING

. CONT. METAL FLASHING

BRICK VENEER WATERTABLE
COURSES)

. VENEER ANCHORS SPACED AT

24” 0.C. HORIZ., 16" O.C. VERT
PR. WEEP HOLES

EX. CMU WALL

PR. AIR/VAPOR BARRIER
PR. 2" EPS INSULATION

PR. REINFORCING MESH (USE
HEAVY DUTY MESH UP TO

8'—0" ABOVE FIN. GRADE)
PR. DRAINABLE BASE COAT
PR. FINISH COAT TO MATCH
EX. CLADDING

PR. CONT. METAL FLASHING
& WEEPS AT BASE OF
CLADDING

EX. CONC. SIDEWALK/STAIR

EX. CONC. FOOTING
(ASSUMED)

@ WEST WALL WATER TABLE

DETAIL

SCALE: 3/4” = 1'-0"

65;;9 EAST WALL E.L.F.S. DETAIL

SCALE: 3/4” = 1’=-0"
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PR. AIR/VAPOR BARRIER §
PR. 2" EPS INSULATION g_ } 8”
Sr. EEIEOREING HESH 4 — l-r’r’ Téfff‘ STEEL CONNECTION
o % /—EX. EXTERIOR DUCT TO . ¥
% BE REMOVED AND REPLACED, [ 8"x8"x8” STEEL ANCHOR
PR. DRAINABLE BASE COAT 4 AS NEEDED, TO PERMIT /‘-\A " PLATE
: o % INSTALLATION OF NEW CLADDING L 7\
PR. FINISH COAT TO MATCH N = S SYSTEM 0 o I\
EX. CLADDING % - e
_ g . 1 1o O+——(4) B"¢x3” SIMPSON TITEN HD
EX. CMU WALL ——FK = §< f \\\ g\I\?CHOR BOLTS
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STAND—OFF (CTR.)
N B TYP.
= :ﬂﬁ ______________ 2 o ( )
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_ 9 o SECT. A—A
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I P SCALE: 1-1/2" = 1'-0"

EX. EXTERIOR DUCT SUPPORT
P BRACKET TO BE REMOVED AND
//f,/ REPLACED, AS NEEDED, TO PERMIT
/// INSTALLATION OF NEW CLADDING
7

PR. E'x4"x4” STEEL CONNECTION
PLATE (SEE DETAIL THIS SHEET)

PR. B"x8"x8” STEEL ANCHOR
PLATE (SEE DETAIL THIS SHEET)

PR. (4) ¥'9x3” SIMPSON =
TITEN HD ANCHOR BOLTS (TYP.)

SYSTEM

n
A A R AN A
“
N
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PR. 3"¢ STD.x5%" STEEL PIPE
STAND—OFF BRACKET SUPPORT
(SEE DETAIL THIS SHEET) =
(TYP OF 2 PER BRACKET) }

o

TR

Lic. No. C47220
EAST WALL DUCT SUPPORT OF- Ao -26)3
BRACKET DETAIL

SCALE: 3/4" = 1'-0"
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